
PPD scaffold board
PERI Panel Products

Application
	■ Scaffolding board

Base board
	■ PPD scaffold board is made of uni-directional pine and/or larch veneers throughout
	■ Lamitated Veneer Lumber (LVL)

Bonding
	■ Water Boil Proof (WBP) phenolic glue with 72 hours boiling test, alternatively
	■ Water Boil Proof (WBP) melamine glue with 12 hours boiling test

Edges
	■ Edge protection: With or without steel profiles, depending on local availability
	■

Standards
	■ OSHA Standard-29 CFR 1926.451
	■ AS/NZS 1577.20123
	■

Board dimensions
	■ 220/225/230 x 2980/3980/4980/5980 mm
	■

Thicknesses

PPD scaffold board is the
economical plank that delivers 
optimised strength through its 
laminated veneer lumber (LVL) 
construction with selected  
pine and/or larch veneers from 
different origins.

Your benefits
	■ Short delivery times
	■ Reliable quality
	■ Proven economical
solution to European
LVL products
	■ Other sizes and
thicknesses on
request

Nominal thickness Number of plies Weight kg/m³

38 mm minimal 16 > 500

40 mm minimal 19 > 500

Typographical mistakes reserved.
Weight is a non-binding guide value.

We reserve the right to amend specifications
without notice or obligation.
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Good site practices
How to extend the lifetime 
of scaffold boards

Proper use and storage extends the lifetime of scaffold boards. This guide shows how 
to handle and use your PERI scaffold board. To achieve best performance and a long 
lifetime of the product, please follow these instructions.

	■ Protect scaffold boards from extreme weather conditions.
	■ Store scaffold boards in dry and well-ventilated areas to avoid 
negative influences on strength and performance caused by 
increasing moisture content.

	■ Do not drop scaffold planks from big heigths.

	■ Do not allow vehicles to drive over scaffold boards.

	■ Do not use scaffold boards over spans greater than those 
recommended by scaffold designer.

	■ Do not push or hit bundles of scaffold boards with the ends  
of the forklifts. Scaffold boards can get damaged.

	■ Do not expose scaffold boards to oxidizing chemicals.




